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1. 7 EEIE S| 60A | BeEK  HNEEEE 270°

Material: Silicone SI 60A, Black Halogentree, Material heat resistance: 270°
2. BJiZXENQuality Requirements:

24, FouRkR AR, &L S

No short shot, deformation, flash or contamination allowed.

2. PEREEAEAM | AEEE.

No scratch, scuff or indentation on product surface.
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注 (NOTE) 1. 材质：硅橡胶 SI 60A，黑色无卤，材料要求耐高温 270° ：硅橡胶 SI 60A，黑色无卤，材料要求耐高温 270° 橡胶 SI 60A，黑色无卤，材料要求耐高温 270° SI 60A，黑色无卤，材料要求耐高温 270° ，材料要求耐高温 270° 270° Material: Silicone SI 60A, Black Halogen‑Free, Material heat resistance: 270° Free, Material heat resistance: 270° 2. 品质要求事项：Quality Requirements: . 品质要求事项：Quality Requirements: 要求事项：Quality Requirements: ：Quality Requirements: 2‑1. 不可缺胶，变形，毛边，脏污。 1. 不可缺胶，变形，毛边，脏污。 ，变形，毛边，脏污。 形，毛边，脏污。 ，脏污。 污。 No short shot, deformation, flash or contamination allowed. 2‑2. 产品表面不能刮伤，划伤压痕。 2. 产品表面不能刮伤，划伤压痕。 品表面不能刮伤，划伤压痕。 ，划伤压痕。 痕。 No scratch, scuff or indentation on product surface.
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NOTE:
& i
1.MATERIAL SPECIFICATION:
1.8 AR
1—1.HOUSING:HIGH TEMPERATURE RESISTANT PLASTIC,ULS4 V—Q.
1- 1. RSHE: EREE, BKERULIA V-0
o 1—2.TERMINAL:  COPPER ALLOY
@ 1- 2. iGFIEL: mE
9 1-3.FRONT SHELL: STAINLESS STEEL
. il 1- 3. 550 TN
o d 1-4.MID PLATE: STAINLESS STEEL
g EREE L 2. B AL AR
e e 450 257 251 TERMINAL:
2-1.0xF:
] [— — i Ni 30u” MIN. UNDER PLATED OVER ALL.
)  ——— HERIE30u” MIN.
@ I Au PLATED Golden Flash OVER Ni
< 1] | | - KRS Golden Flash
2—-2.FRONT SHELL:
L | 2-2.498%:
Ni 30u” MIN. PLATED OVER ALL.
10.46 BRI 30u” MIN.
10.10 3.MECHANICAL PERFORMANCE,
4 3. 4L M B8
6.50 10.10 3—1.INSERTION FORCE: 0.5~2.0kgf.
3 - 1. #&A73: 0.5~2.0kgf.
J( —) — 3-2.REMOVAL FORCE: 0.6kgf~2.0kgf.
3 - 2.3k H77: 0.6kgf~2.0kgf.
8 C——— cEE N . 3-3.DURABILITY: 5000 CYCLES.
3 SR - 3 - 3. §ZRAEe: 5000,
e 4 ELECTRICAL PERFORMANCE,
O 4 BBS MR, Y
J J 4—1. VOLTAGE RATING: 5.0V DC/AC
0.80 es0 a L (1 ] 4-1. FEH E: 5.0V DC/AC
- 1190 CURRENT RATING: 2.0A
] B E B R 20A
4-2. LLCR: 50mQ/PIN MAX.
4-2. ZMME R 50mQ/PIN MAX.
4—3.INSULATION RESISTANCE: 100MQ  MIN
4-3. A 100MQ MIN
11 4—4.DIELECTRIC WITHSTAND VOLTAGE,AC 100V FOR 1 MINUTE.
10.8! 4-4. f3HEE: AC100V FOR 1 MINUTE.
5.46 5. ENVIRONMENTAL PERFORMANCE:
‘ ‘ ‘ 3.06 5. MR
L J ﬂ-g% OPERATING TEMPERATURE: —25C~+85'C.
= T B E:-25°C~+85°C.
— 9 : ﬁ
= o
o Al | 12 89 As 85 A9 AT2 I@ 3
g 4 d
N =
~ < ™M
L | I—
5.46 REcogMENDED P|C.B. |LAYOUT ; et Bge
986 +0.05mm
MEASURE POINT: . N S —
MRRRHY (K58 AMRAH
TANGENCY POINT 0B
INTERSECTION POINT () Hongkang Technology (Dongguan) Co., Ltd
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